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TROWEL APPLIED WATER DISPERSED 
POLYURETHANE WALL LINING, 3/16”  
(4.8 mm) 
 
FEATURES 
 
Thermal Shock Resistant 
Excellent Chemical Resistance 
Low Odor 
Fast Setting 
Low Temperature Cure 
USDA Compliant 
100% Reactive 
Anti Bacteria & Fungus Growth 
Resistant to Steam Cleaning 
Coefficient of Thermal Expansion 
Similar to Concrete 
VOC Compliant 
Cove Base Material 
 
RECOMMENDED APPLICATIONS 
 
Breweries and Beverage Plants 
Food Processing Plants  
Meat Packaging Plants  
Packing Plants 
Machine Shops 
 
CHEMICAL RESISTANCE 
 
Organic Acids 
Dilute Inorganic Acids 
Alkali Solutions 
Salts 
Oils 
Aliphatic Solvents 
 
TEMPERATURE LIMITS 
 
-120ºF to 220ºF 
100ºF – Continuous Chemical Exposure 
220ºF – Occasional Steam Cleaning 

 
 
SHOCK-CRETE VERTICAL 
 
Catalog Literature 
 
 
 
 
 
 
 
COLORS:  Red and Grey 
Consult Dudick, Inc. for additional colors. 
 
PHYSICAL PROPERTIES 
 
Coefficient of Thermal               1.1 x 10-5 

Expansion 
              ASTM C-531 
Compressive Strength  7,000 PSI 
 ASTM C-579 
Modulus of Elasticity  1.1 x 105 PSI 
 ASTM C-579 
Tensile Strength  1000  PSI 
 ASTM C-307 
Flexural Strength  2,200 PSI 
 ASTM C-580 
Taber Abrasion  70 mg. 
 ASTM D-4060 
Tensile Bond Strength   Cohesive failure 
  ASTM D-4541   of Concrete 
Density   130lb/cu.ft. 
 
SPECIFICATIONS 
 
Shock-Crete Vertical shall be a 3/16” thick, 
aggregate filled, polyurethane wall lining as 
manufactured by Dudick, Inc.  Application shall 
be according to the manufacturer’s 
recommendations. 
 
THE SHOCK-CRETE VERTICAL SYSTEM 
 
Shock-Crete Vertical uses a moisture-tolerant 
primer and an aggregate filled polyurethane 
topcoat to achieve a strongly bonded monolithic 
lining with excellent physical and mechanical 
strength and chemical resistance. 
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